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EX.LPExisting light pole

Existing tree to
be retained

Ensure all new and existing
footpaths tie-in to be level, no trip
hazard

New footpath and new kerb retain existing kerb line

Type 1: New buff tactile blister
paving  400x400mm with dropped
kerb ensure lines up
with opposite tactile paving

Existing
yellow
dashed
line

Existing yellow dashed line

Supply and install new precast concrete gullies,
metal gully grate and connection to drainage
system.16 in total.
All new drainage pipes to be 225mm and
to be connected to existing drainage system.

GY

GY

GY

WM
WM
WM

GY

EX.LP

GY

GY

Existing vehicle
entrance to be retained

Ensure all new and
existing footpaths tie-in
to be level, no trip
hazard with dropped
kerbs

New 75mm raised 2m flat top pedestrian
crossing to TII specification,
CC SCD 05145 Raised table detail
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Road markings for this area:
New road marking required
M131 Pedestrian lines
M112 Traffic calming triangle
RRM 002 Broken centre lines
M104 Ghost Island lines
refer to traffic sign manuals
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Road signs for this area:
New road signs required
four W140A pedestrians
crossing signs
refer to traffic sign manuals
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Redo existing white lines
M104 Ghost Island lines
refer to traffic sign manuals

Existing gully ironwork to be removed
and gully plated over and infilled
6 in this area
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Ensure all new and
existing footpaths tie-in
to be level, no trip
hazard with dropped
kerbs

Ensure all new and existing
footpaths tie-in to be level, no trip
hazard

Type 1: New buff tactile blister
paving  400x400mm with dropped
kerb ensure lines up
with opposite tactile paving

Red coloured ramps

150mm Aco drain class D400
or equivelent

Existing pump to be retained,
repaint pump yellow and adjust
the height to suit new footpath

Two parallel carparking
spaces

Existing lighting pole

Direction of fall in blue
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2 new anti-slip covers  and chambers to be
adjusted for services within new footpath area
6 in total

1 new anti-slip covers  and
chambers to be adjusted for
services within new footpath area

1 new anti-slip covers
and chambers to be
adjusted for services
within new footpath area
6 in total

existing chamber to be relocated from crossing
with 1 new anti-slip covers  and
chambers to be adjusted for
services within new footpath area

1 new anti-slip covers
and chambers to be
adjusted for services
within new footpath area
6 in total

G
Y

Existing gully ironwork to be removed
and replaced with new gully and height
adjusted to suit new footpath

GY

Supply and lay binder course
60mm AC 20 DBA
Supply and lay surface course
40mm SMA 10mm clip
flexible footpaths

LEGEND
Wall Boundary

New 20mm upstand
Dropped Kerb

New Bituminous Footpath

New 125mm upstand
road kerb

Existing Carriageway

Existing footpath to
remain

GYExisting water gullies

GYProposed water gullies

Tactile Paving Type 1

Existing Lighting Column

Manhole covers

EX.LP

New XF4 Concrete
footpath

New transition kerb

Existing kerb line

New 75mm upstand  road
kerb

150mm Aco multidrain
M100D channel with ultra
steel galvanised edge rail,
heelguard mesh
galvanised steel grate
class D400 code 132885
or equivelent
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