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NOTES

1. NO DIMENSIONS SHALL BE SCALED FROM A.T.C.E. DRAWINGS, USE FIGURED DIMENSIONS
ONLY.

2. THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY DISCREPANCIES BETWEEN (A)
THE A.T.C.E. STRUCTURAL PLANS AND SECTIONS AND (B) THOSE OF THE ARCHITECT
BEFORE IMPLEMENTING THE WORK AND (C) SITE CONDITIONS BEFORE IMPLEMENTING THE
WORK.

3. AT.CE.DRAWINGS SHALL BE READ IN CONJUNCTION WITH ALL ARCHITECT'S DRAWINGS
FOR CONSTRUCTIGON DETAILS , PLUMBING, DRAINAGE, ELECTRICAL WORK, INSULATION,
DAMP PROOF DETAILS, VENTILATION, FINISHES, JOINERY ETC.

L. ANY TEMPORARY WORKS NECESSARY SHALL BE THE SOLE RESPONSIBILITY OF THE
CONTRACTOR

5. AT.CE. TOBE NOTIFIED AT LEAST 3 DAYS PRIOR TO CARRYING OUT EXCAVATION OF
FOOTINGS TO AGREE FORMATION LEVEL WITH CONTRACTOR.

6. AT.CE.TOBE NOTIFIED TO INSPECT FORMATION PRIOR TO POURING OF FOOTINGS.
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